AMENDMENT Serial No.: 08/942,415 

a document sheet outlet tray provided below the document sheet supply tray for 
receiving the document sheet; [and] 

a base hVving an exposed upper surface: and 

a multi-purpose tray provided on said exposed upper surface of said base and below 
the document sheet outlet tnw for holding recording sheets, wherein a user loads said recording 
sheets directly onto said multi-purpose tray; 

a recording sheet supply mrt provided below said main body and independent of said 
multi-purpose tray for holding a plurality of stacked recording sheets and supplying a recording 
sheet one page at a time, said recording sheet supply part includes a paper cassette which is 
attachable to and detachable from said image recording device, said paper cassette capable of 
being manually loaded; \ 

an image scanner that transports the docVnent sheet from the document sheet supply tray, 
scans an image on the document sheet and discharges the document sheet onto the document sheet 
outlet tray; and \ 

a recording part that transports the recording sheet from the recording sheet supply part 
or the multi-purpose tray, records an image on the recording sheet and discharges the recording 
sheet onto the recorded paper discharge tray, with the recordedWper discharge tray, the document 
sheet supply tray, the documents sheet outlet tray and the multi-purpose tray being confined within 
the width of the image recording device. \ 
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6. \ (Twice Amended) An image recording device having a top, a bottom and a 
width, comprisir 

a main bodyHncluding: 

a recorded paper discharge tray provided at the top of the image recording device; 
a document\heet supply tray provided below the recorded paper discharge for 
holding a document sheet; 

a document sheet d\itlet tray provided below the document sheet supply tray for 
receiving the document sheet; 

a base having an exposedNipper surface: and 

a multi-purpose tray providecF on said exposed upper surface of said base and below 
the document sheet outlet tray for holding at lea^t one recording sheet and supplying a recording 
sheet one page at a time; 

an image scanner that transports the document Sheet from the document sheet supply tray, 
scans an image on the document sheet and discharges the d\cument sheet onto the document sheet 
outlet tray; and 

a recording part that transports the recording sheet form tKte multi-purpose tray, recording 
an image on the recording sheet and discharges the recording paper (ftscharge tray, the document 
sheet supply tray, the document sheet outlet tray and the multi-purpose tr^y being confined within 
the width of the image recording device. 
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